Date Plan
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2/14/02

3/14/02

4/2/02

4/8/02

4/8/02

4/17/02

4/19/02

CORRECTIVE ACTION PLANS SUBMITTED
PER ARTICLE 11, SECTION 2728 OF THE CALIFORNIA UNDERGROUND STORAGE TANK REGULATIONS

Site Address

former Exxon Station 7-3650
901 N. Placentia Avenue
Fullerton

The Boeing Company
5301 Bolsa Avenue
Huntington Beach

Former Morton Facility - UST 7-
12 Area

1231 S. Lincoln St.

Colton, Ca

Former USTs 7-12 Area
Former Morton Facality
1231 S. Lincoln Street
Colton, CA

Penzoil-Quaker State Faclity
336 E. Santa Fe Avenue,
Fullerton

Moonridge Fuels
42081 Big Bear Boulevard, Big
Bear Lake

Arco #3085
3361 S. Bristol Street, Santa Ana

Tuesday, July 02, 2002

Proposed Remedial Activities

Soil

SVE

Soil Vapor Extraction

Vapor extraction (ongoing)

VES (ongoing)
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Groundwater

Dual Phase Extraction

Free Product Removal and Natural Attenuation

Passive air-sparging (ongoing)

Bench scale tests/evaluation for potential
chemical injection of hydrogen peroxide or
potassium permanganate.

IRAP - overpurge of offsite wells weekly

HVDPE (proposed) to augment remediation



Date Plan
Received

4/24/02

5/8/02

5/10/02

5/15/02

5/24/02

5/30/02

6/10/02

6/12/02

6/27/02

Site Address

USA Petroleum #239
41339 Big Bear Boulevard, Big
Bear Lake

Arco #6116
17520 Brookhurst Street,
Fountain Valley

UNOCAL SS #5678
14081 RED HILL AVENUE
TUSTIN

Thrifty Oil #150
1539 Standard Avenue, Satna
Ana

Former Exxon
20001 Beach Blvd.
Huntington Beach

Terminal Stations
2300 Steel Road, Colton

Arco Station #3053
5981 Warner Avenue,
Huntington Beach

Conexant Systems, Inc.
4311 Jamboree road
Newport Beach, CA

Former Red Carpet Car Wash
16061 Beach Boulevard
Huntington Beach

Tuesday, July 02, 2002

Proposed Remedial Activities

Soil

ONSITE - dual-phase (soil vapor/groundwater
extraction) ongoing

SVE (ongoing) mobile

DUAL-PHASE EXTRACTION

Vacuum Extraction

IRAP - HVDPE 15-day

Soil vapor extraction

Proposing high vacuum dual phase extraction
(HVDPE) using eight wells.
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Groundwater

ON-SITE dual-phase (soil vapor/groundwater
extraction) ongoing

OFFSITE (pilot) pumping tests
Groundwater extraction from B6 (dedicated unit
rather than mobile events)

DUAL-PHASE EXTRACTION

Off-site extraction (weekly)

Dual-Phase Extraction

IRAP - HVDPE 15-day

Pump and Treat

Pilot Study for In-situ Chemical Oxication Using
Potassium Permanganate

HVDPE with s pump and treat system



Proposed Remedial Activities

Date Plan
Received  Site Address Soil Groundwater
7/10/02  Former Morton and Aristech Soil Vapor Extraction/Bioventing
Facilities
Lincoln and Adams
Colton, CA
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